


Different controllers can work
synchronously when they are

started at different times, controlled [(§ Remote
by the same remote, under same =

dynamic mode and with same @ M

speed, and within 30m distance.

6. Connection Diagram
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1-Channel Host Controller 246 ReN 2 — Power Supply

Model No.: SYS-T1 Output: DC24V.

5. Auto-synchronization ﬁ =

Input: DC24V Output Current: Max 15A N
Working Temperature: -20-60°C  Made in China Output DC24V

— Connect Mi-Light

C € E o Indicator light : SYS series lighting

DMX512 controller ( Need DMX 512 LED transmitter. Model No. FUTDO1 ).

Note: When using "SYS-T1 controller", you need to add "SYS-T2 1-channel
signal amplifier" for below 3 situations.
1. Connecting over 50pcs lights.
2. Connected cable length over 300m.
3. Output power over 360W.
1. All connected lights to "SYS-T1 Controller" cannot be over 360W, otherwise, it
will damage the controller.
2. The wiring method, please see details for the SYS series instructions.

7. Link/Unlink

Compatible with these remote controls (Purchased separately)

Controller can be working after linking with remote;
for more details, pls read the remote instruction.
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FUTO92 FUTOSS FUTO89

8. Attention

. Please check whether the input voltage is in accordance with the controller
working voltage, and please check the connection of both the cathode and
anode.

. The working Voltage is DC24V, the controller will be broken if the voltage is
higher than 24V.

. Non-professional user cannot dismantle the controller directly, Otherwise the
controller may be broken

. The working temperature is -20~60°C; Do not use the device to direct
sunlight, moist and other high temperature area.

. Please do not use controller around the mental area and high magnetic field,
otherwise, it will badly affect the control distance.




